
Miles Industries Ltd. • 190—2255 Dollarton Highway • North Vancouver, BC • V7H 3B1
Tel: 604.984.3496 or 1.800.468.2567 • Fax: 604.984.0246 or 1.800.268.0333

www.valorfi replaces.com

May 2016
530 Portrait Insert
Dimensions

1/2

Dimensions

X Y

Cavity
Check that masonry step does not interfere with install dimensions 
or vent pipe.

If mantel is combustible, see section Clearances for allowable 
clearances.

Minimum width of fi replace opening at front: 20-1/2” (521 mm)

X = 9”–11-1/2” (229–292 mm)—varies with front trim options
Y = 25-1/2” (648 mm)

Note: Using 546 Ledgeview front requires additional 
1-1/2” (38 mm) cavity height.
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 2 x 3” dia. 
colinear

vent

530 insert engine with 
standard co-linear vent

Ensure base of heater is flush* 
with finished hearth height, 
otherwise front will not fit.
* Note: If installing
546 Ledgeview front,
4-sided frame drops 1-1/2”
below heater bottom.

20”

9” - 11-1/2”
depending on

front trim - see front
installation manual
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Mantel
Depth

Mantel
Height

Do not put
furniture or
objects within
36”  (914 mm) 
of the front of
appliance

Sidewall Clearance

Sidewall Clearances
See Front trim installation manual.Sidewall

Combustible Mantel Clearances
See Front trim installation manual.
Finishing Materials
Combustible materials: Material such as wood, 
compressed paper, plant fi bers, plastics or any material 
capable of igniting and burning, whether fl ame-proofed 
or not, plastered or un-plastered.
Non-combustible materials: Material such as steel, 
iron brick, tile, concrete or materials that bear the UL 
mark for zero (0) fi re rating.
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